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General closure that can be used as a cap or plug for internal or external protection. 

It is therefore ideal for connection ports, inspection holes, metal and plastic piping, etc. 

The product can be supplied with a vent hole if required. 

Some sizes are available in soft materials, EVA and TPE. 
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100
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68.3
71.8
78.1
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125
900
•
 
 
 
 
 
 
NA0732B
NA0742A
68.8
74.2
66.3
70.8
78.3
29.3
50
700
•
•
 
 
 
 
 
410090B
NA0760A
73.8
76.0
71.8
74.4
80.9
20.6
50
800
•
 
•
 
 
 
•
410091
NA0771A
74.8
77.7
72.1
75.6
82.6
21.5
50
750
•
 
•
 
 
 
•
410095
NA0808A
78.1
80.8
76.1
78.5
85.3
20.4
50
800
•
 
•
 
 
 
•
410097
NA0820A
78.8
82.0
77.5
80.2
86.0
21.9
50
800
•
 
 
 
 
 
•
410097B
NA0832A
80.9
83.2
78.4
81.2
88.1
21.8
50
700
•
 
•
 
 
 
 
410098
NA0838A
78.5
83.8
76.5
81.8
88.0
30.8
50
500
•
•
 
 
 
 
 
410097C
NA0845A
80.4
84.5
78.0
82.8
87.2
26.0
50
700
•
 
 
 
 
 
 
410099
NA0845B
80.4
84.5
78.0
82.8
87.2
26.0
50
1.500
•
 
 
 
 
 
 
NA0845B
NA0870A
83.4
87.0
81.0
84.5
91.0
21.8
50
650
•
 
•
 
 
 
 
410100
NA0873A
85.0
87.3
83.3
85.6
92.0
21.9
50
700
•
 
 
 
 
 
 
410101
NA0895A
87.7
89.5
86.0
88.6
95.0
21.8
50
550
•
 
 
 
 
 
•
410106
NA0896A
88.0
90.9
86.6
89.0
95.0
21.8
50
550
•
 
•
 
•
 
•
410105
NA0932A
90.1
93.2
87.0
89.6
100.2
23.9
50
500
•
 
•
 
 
 
 
410107
NA0943A
91.2
95.7
89.4
94.2
102.0
24.0
50
500
•
 
 
 
 
•
 
410108
NA0973A
94.2
97.3
92.0
96.0
100.5
24.3
50
500
•
 
 
 
 
 
•
410109
NA0984A
96.5
98.4
94.3
97.1
104.4
22.6
50
500
•
 
•
 
 
 
 
410110
NA1012A
98.9
101.2
97.2
98.7
104.6
22.2
-
500
•
 
•
 
 
 
•
410115
NA1071A
103.5
107.1
100.5
105.2
111.1
22.8
-
400
•
 
•
 
 
 
•
410117
NA1071S
102.3
105.5
99.6
101.4
109.6
23.0
50
400
•
 
 
 
 
 
 
410117-DC
NA1107A
103.9
110.7
102.0
108.4
113.7
31.5
-
300
•
 
•
 
 
 
•
410119
NA1122A
110.5
112.2
108.0
111.0
119.5
27.5
-
300
•
 
 
 
 
 
•
410121B
NA1123A
109.4
112.3
107.2
110.6
117.2
24.0
-
350
•
 
•
 
 
 
•
410120
NA1145A
110.9
114.5
106.4
110.0
120.6
27.2
-
300
•
 
 
 
 
 
•
410121
NA1146A
111.9
114.5
110.5
113.5
118.2
24.3
-
300
•
 
 
 
 
 
•
410125
NA1186A
115.7
118.6
114.8
117.5
123.0
23.8
-
300
•
 
 
 
 
 
•
410125B
NA1212A
117.5
121.2
115.9
119.4
125.9
24.3
-
300
•
 
 
 
 
 
•
410126
NA1261A
123.5
126.1
121.5
124.5
137.0
24.9
-
250
•
 
•
 
 
 
•
410127
NA1277A
126.2
127.7
123.5
126.5
128.6
25.9
-
250
•
 
 
 
 
 
•
410127B
NA1310A
126.2
131.0
126.2
129.2
139.1
25.8
-
250
•
 
 
 
 
 
•
410128
NA1325A
126.2
133.6
123.4
130.6
143.5
36.8
-
250
•
 
 
 
 
 
•
410127C
NA1342A
129.5
134.2
126.9
132.9
138.0
33.1
-
200
•
 
 
 
 
 
•
410130
NA1360A
133.8
136.0
131.1
134.1
143.9
26.9
-
200
•
 
 
 
 
 
•
410131
NA1402A
137.6
140.2
135.9
138.9
149.4
27.2
-
200
•
 
 
 
 
 
•
410133
NA1440A
136.5
144.0
132.3
140.8
155.3
35.0
-
150
•
 
 
 
 
 
•
410134
NA1487A
142.8
148.7
141.4
146.9
152.5
28.5
-
200
•
 
 
 
 
 
•
410135
NA1510A
148.7
152.2
144.9
149.8
166.3
27.3
-
150
•
 
 
 
 
 
•
410137
NA1579A
151.6
157.9
149.7
155.7
164.2
28.7
-
150
•
 
 
 
 
 
 
410138
NA1605A
157.4
160.5
156.1
159.4
168.2
27.9
-
100
•
 
•
 
 
 
•
410140
NA1643A
160.8
164.3
157.0
161.0
170.6
38.0
-
100
•
 
 
 
 
 
•
410141
NA1653A
157.8
165.3
153.7
161.1
166.7
40.7
-
100
•
 
 
 
 
 
•
410140B
NA1682A
165.5
168.2
160.3
163.7
176.9
28.3
-
125
•
 
•
 
 
 
•
410146
NA1711A
167.5
171.1
165.1
169.5
180.0
28.0
-
125
•
 
 
 
 
 
•
410147
NA1759A
172.6
175.9
169.9
175.2
184.2
28.0
-
125
•
 
 
 
 
 
•
410149
NA1813A
178.3
181.3
176.1
179.4
189.0
27.8
-
125
•
 
 
 
 
 
 
410150
NA1857A
179.5
185.7
174.2
183.7
193.8
35.1
-
100
•
 
 
 
 
 
•
410151
NA1934A
187.4
193.4
185.5
190.3
201.0
29.5
-
100
•
 
 
 
 
 
•
410154
NA1934L
187.4
193.4
185.5
193.0
201.0
30.5
-
100
•
 
 
 
 
 
•
NA1934L
NA1946A
191.1
194.6
188.4
193.4
202.2
29.8
-
100
•
 
 
 
 
 
•
410155
NA2008A
196.7
200.8
194.2
198.1
215.9
31.6
-
100
•
 
 
 
 
 
•
410157
NA2032A
199.0
203.2
196.0
200.0
213.5
44.8
-
75
•
 
 
 
 
 
•
410157B
NA2039A
199.5
203.9
196.9
200.9
218.0
33.2
-
75
•
 
 
 
 
 
•
410158
NA2086A
203.9
208.6
201.0
205.0
222.4
32.9
-
75
•
 
 
 
 
 
•
410159
NA2114A
207.5
211.4
205.0
209.0
226.3
34.8
-
80
•
 
 
 
 
 
 
410161
NA2137A
206.4
213.7
202.8
209.5
216.8
45.0
-
50
•
 
 
 
 
 
•
410162
NA2210A
213.0
221.0
209.8
217.8
231.0
40.0
-
50
•
 
 
 
 
 
•
410166
NA2270A
218.0
227.0
214.8
224.5
236.9
45.4
-
50
•
 
 
 
 
 
•
410169
NA2480A
241.2
248.0
238.2
245.5
259.5
45.0
-
40
•
 
 
 
 
 
•
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NA2518A
248.5
251.8
245.5
250.3
259.0
45.7
-
30
•
 
 
 
 
 
•
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NA2541A
250.7
254.1
247.1
250.5
259.5
30.0
-
30
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NA2571A
250.5
257.1
248.0
253.5
264.4
40.5
-
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261.0
267.3
254.9
263.7
273.3
51.3
-
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277.0
267.5
273.9
287.0
50.0
-
40
•
 
 
 
 
 
•
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NA2901A
282.4
290.1
278.4
285.6
297.7
40.3
-
50
•
 
 
 
 
 
•
410185
NA3140A
303.4
314.0
300.1
310.8
332.7
55.0
-
25
•
 
 
 
 
 
•
410199
NA3177A
314.8
317.7
310.0
316.0
335.0
60.4
-
15
•
 
 
 
 
 
•
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Nederst på formularen
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