	   Illustration

	
[image: image1.png]





	

	[image: image2.png]



Type : 
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 Coolant Hose
 Application : 
 Coolant / Anti-freeze / Glycol
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Type No. : 
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 4219




Standard Length : 
 - 
   Description :
Black corrugated hose with cuffs both ends, intended for automotive and industrial applications. The hoses are equipped with an internal galvanized spring that reinforces the hose and ensures stability. The high-quality product is manufactured from EPDM compounds and reinforced to meet and exceed SAE J20 R5 specifications. The hoses are available in more than 40 different sizes, covering a wide range of applications. 
 
 Working Temperature : 
 
-25°C to +120°C
Std. Branding : 
 
Ronyflex - size.length(eks. 30.210)
Reinforcement : 
 
Steel helix wire inside
Inside : 
 
EPDM
Colour : 
Black
Outside : 
 
EPDM
Colour : 
Black
Standards : 
 
SAE J20 R5 


	   Data
Inside dia.
mm
Outside dia.
mm
Working Pressure
BAR
Burst Pressure
BAR
Length
mm
Weight
g/m
Product
number
25,0
-
1,5
4,5
180
100
42190250180
25,0
-
1,5
4,5
210
100
42190250210
25,0
-
1,5
4,5
360
100
42190250360
25,0
-
1,5
4,5
486
100
42190250486
26,0
-
1,5
4,5
571
100
42190260571
28,0
-
1,5
4,5
500
100
42190280500
30,0
-
1,5
4,5
210
100
42190300210
30,0
-
1,5
4,5
270
100
42190300270
30,0
-
1,5
4,5
310
100
42190300310
30,0
-
1,5
4,5
450
100
42190300450
32,0
-
1,5
4,5
187
100
42190320187
32,0
-
1,5
4,5
250
100
42190320250
32,0
-
1,5
4,5
275
100
42190320275
32,0
-
1,5
4,5
325
100
42190320325
32,0
-
1,5
4,5
400
250
42190320400
32,0
-
1,5
4,5
375
250
42190320375
32,0
-
1,5
4,5
425
250
42190320425
32,0
-
1,5
4,5
525
250
42190320525
32,0
-
1,5
4,5
575
250
42190320575
35,0
-
1,5
4,5
285
250
42190350250
35,0
-
1,5
4,5
450
250
42190350250
38,0
-
1,5
4,5
146
250
42190380146
38,0
-
1,5
4,5
190
250
42190380190
38,0
-
1,5
4,5
273
250
42190380273
38,0
-
1,5
4,5
311
268
42190380311
38,0
-
1,5
4,5
350
302
42190380350
38,0
-
1,5
4,5
400
325
42190380400
38,0
-
1,5
4,5
438
357
42190380438
40,0
-
1,5
4,5
350
100
42190400350
40,0
-
1,5
4,5
401
200
42190400401
40,0
-
1,5
4,5
450
200
42190400450
45,0
-
1,5
4,5
156
100
42190450156
45,0
-
1,5
4,5
211
100
42190450211
45,0
-
1,5
4,5
286
300
42190450286
45,0
-
1,5
4,5
337
330
42190450337
45,0
-
1,5
4,5
371
200
42190450371
45,0
-
1,5
4,5
420
200
42190450420
45,0
-
1,5
4,5
476
200
42190450476
45,0
-
1,5
4,5
597
615
42190450597
50,0
-
1,5
4,5
576
300
42190500576
50,0
-
1,5
4,5
609
620
42190500609
51,0
-
1,5
4,5
180
200
42190510180
51,0
-
1,5
4,5
311
316
42190510311
51,0
-
1,5
4,5
359
200
42190510359
56,0
-
1,5
4,5
221
200
42190560221
57,0
-
1,5
4,5
269
168
42190570269
57,0
-
1,5
4,5
320
200
42190570320
57,0
-
1,5
4,5
355
400
42190570355
57,0
-
1,5
4,5
431
450
42190570431
57,0
-
1,5
4,5
560
500
42190570560
63,0
-
1,5
4,5
482
600
42190630482
32,0
38,0
1,5
4,5
400
200
421932380400
32,0
38,0
1,5
4,5
450
200
421932380450
32,0
38,0
1,5
4,5
500
200
421932380500
33,0
34,0
1,5
4,5
350
200
421933340350
34,0
38,0
1,5
4,5
300
200
421934380300
34,0
38,0
1,5
4,5
600
200
421934380600
40,0
44,0
1,5
4,5
260
200
421940440260
40,0
44,0
1,5
4,5
370
200
421940440370
40,0
44,0
1,5
4,5
440
200
421940440440
45,0
56,0
1,5
4,5
891
200
421945560891
50,0
57,0
1,5
4,5
310
200
421950570310



